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Current Available Tooling

Millimeters (mm) are used to describe the combinations of OD's and ID's. These dimensions are
nominal. It is the responsibility of the customer to determine the usability of the product.

Outside Diameter Inside Diameter Inside Diameter
INCH

1
1-3/16
1-1/2

1-25/32
2

2-1/4
2-7/16
2-1/2
2-3/4
2-7/8

3
3-5/32
3-3/8
3-5/8

4-1/8
4-3/8
4-1/2

5
6

6-1/2

MM
25mm
30mm
38mm
45mm
51mm
57mm
62mm
64mm
70mm
73mm
76mm
80mm
85mm
92mm

105mm
3-25/3296mm

111mm
114mm
127mm
152mm
165mm

INCH
0

1/4
11-1/32
13/32
1/2

19/32
39/64
5/8

23/32
3/4

25/32
13/16
7/8
1

1-1/8
1-3/16
1-1/4
1-3/8
1-1/2
1-9/16
1-5/8

1-21/32

MM
0mm
6mm
9mm

10.5mm
13mm
15mm

15.5mm
16mm
18mm
19mm
20mm
21mm
22mm
25mm
28mm
30mm
32mm
35mm
38mm
40mm
41mm
42mm

INCH
1-3/4

1-13/16
1-27/32
1-7/8

1-15/16
2-3/32
2-7/32
2-1/4
2-3/8

2-15/32
2-19/32
2-23/32
2-3/4

2-15/16
3-5/32
3-5/16
3-3/8
3-1/2

3-11/16
3-31/32
4-19/32
4-3/16
4-1/4

MM
44.5mm
46mm
47mm
48mm
49mm
53mm
56mm
57mm
60mm
63mm
66mm
69mm
70mm
75mm
80mm
84mm
86mm
89mm
94mm
101mm
102mm
106mm

108
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Poly Tube™

WRC’s 60 duro Poly Tube 
and flanged bushings were
selected as the hold-down
rollers on Ritter's Shape and 
Sand System.

Photo provided by: 
Ritter Manufacturing, Inc. 
Antioch, Ca. 
www.rittermfg.com

overrun. 

composite flanged bushings 
were selected for this Slack
Cable Detection System. 
When flood gates are closed 
and cable goes slack  the
system turns off the cable 
drum motor preventing cable 

Photo provided by:
Ralph Page 
South Florida Water
Management District
Miami, Fl. 


